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AQUARII 

Dual Band WLAN FPC Antenna     SZK-C-0W03 

WLAN/BLE: 2400 ς 2500; 4900 - 6000 MHz                   

Name: AQUARII 

Part Number: SZK-C-0W03 

Description:  WLAN (802.11a/b/g/n/ac FPC with cable and connector IPEX MHF (U.FL) 

¶ Flexible PCB Antenna using 3M 468 adhesive  

¶ Dimensions: 25 x 11 x 0.2 (mm) 

¶ Cable: 100mm length, 1.13mm diameter 

¶ RoHS & Reach Compliant 
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AQUARII 

Dual Band WLAN FPC Antenna    SZK-C-0W03 

WLAN/BLE: 2400 ς 2500; 5150 - 5850 MHz                  

 

Description 

A Flexible antenna for WLAN/Bluetooth/ISM applications. For use internal to a device which 
requires an integrated antenna solution. High performance with a small form factor for simple 
integration. 
 
 

¶ For WLAN/Bluetooth/ISM Applications 2.4-2.5GHz; 4.9-6.0GHz 

¶ Alternate cable lengths available upon request, contact sales@synzen.com.tw  

¶ Ideal for MIMO systems 2x2, 4x4, 8x8. 

¶ Simple integration, plug and operate the device without designing onboard antenna. 

¶ Can be tuned for various environments and plastic thickness with additional Pi-
network, free tuning service available. 
 
 

 

 

Applications 

Access Points    M2M Industrial  Smart Meters 
Smart Grid    Healthcare   Set Top Box 
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AQUARII 

 
 
 
 
 
 

Mechanical Specifications 

 

 

 

 

 

 

 

RF Specifications 

 

 

Note: All performance stated is measured 2.0mm ABS plastic, RF chokes used to prevent cable radiation. 

 

Environmental Specifications 
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General Specifications 
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AQUARII 

 

 

 

S11 Parameter 

 

 

 

 

 

 

 

 

 

 

 

VSWR  

 

 

 

 

 

 

 

 

RF Characteristics 
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AQUARII 

 

 

 

2D Polar Plot 

The data shown was measured on 2.0mm ABS plastic, RF chokes used to prevent cable 

radiation.  

 

  

 

 

 

 

 

   

    

  

  

 

 

 

 

 

 

 

 

 

Radiated Performance 
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AQUARII 

 

 

 

3D Radiation Pattern 

The data shown was measured on measured on 2.0mm ABS plastic, RF chokes used to prevent 

cable radiation. The frequency point shown here is 2450MHz. 

 

 

 

 

 

 

 

 

     

Radiated Performance 2400-2500MHz 
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AQUARII 

 

 

 

3D Radiation Pattern 

The data shown was measured on measured on 2.0mm ABS plastic, RF chokes used to prevent 

cable radiation. The frequency point shown here is 5500MHz. 

 

 

 

 

 

 

 

 

     

Radiated Performance 4900-6000MHz 
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AQUARII 

 

 

 

Antenna Mechanical Drawing 

 

 

 

 

 

 

 

 

 

The plug connector on the antenna cable is an IPEX MHFI.  

 

 

 

 

 

 

 

Adhesive Backing 

The antenna comes with 3M 468 adhesive baking upon a PI Kapton substrate. An easy peel 

cut is on the back side for easy cover removal.  

 

 

 

 

Mechanical 

All dimensions in mm 

Suitable PCB mating connector (U.FL) example 

Joymax: Model: CT-MPB01X 

www.joymax.com.tw 

 


